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certification, from 40 CFR part 86, sub-
part B for LDVs and LDTs and from 40
CFR part 86, subpart M for HDVs.

(A) After disabling any and all auxil-
iary emission control devices (canister,
purge system, etc.) related to control
of evaporative emissions, the fuel
vapor emissions shall be measured
using the FTP regulations in effect at
the time the vehicle is to be certified
as an ILEV. For purposes of this sec-
tion, the vehicle’s fuel vapor emissions
shall consist of the total grams of diur-
nal, hot soak, running loss, and resting
loss emissions, as appropriate, for the
particular fuel/vehicle/engine combina-
tion to be tested. In determining ILEV
evaporative emissions, the diurnal
emissions measurement procedure
shall consist of a single diurnal heat
build using an ambient or fuel tem-
perature range of 72°–96 °F (22°–36 °C),
as appropriate for the applicable FTP
regulations (40 CFR part 86).

(B) Conventional Federal Test Proce-
dure. A vehicle with no evaporative
emissions control system components
may have its evaporative emissions
certified for its particular GVWR
weight class/subclass if it passes the
conventional evaporative emissions
FTP from 40 CFR part 86, subpart B for
LDVs and LDTs or from 40 CFR part 86,
subpart M for HDVs, as applicable.

(iii) The vehicle must meet other spe-
cial requirements applicable to conven-
tional or clean-fuel vehicles and their
fuels as described in any other parts of
this chapter, including 40 CFR parts 86
and 88.

(2) Vehicles which have a closed or
sealed fuel system may be certified at
the administrator’s option by engineer-
ing evaluation in lieu of testing. These
vehicles will be certified as ILEVs only
if a leak in the fuel system would re-
sult in the vehicle becoming inoper-
ative due to loss of fuel supply, or if
half the fuel escapes within 24 hours.

(b) Identification. In the application
for a vehicle’s certification as an ILEV,
the manufacturer or the manufactur-
er’s agent shall provide for positive
identification of the vehicle’s status as
an ILEV in the vehicle’s Vehicle Emis-
sion Control Information (VECI) label
in accordance with 40 CFR 86.094–35 and
86.095–35. The label shall contain a
highlighted statement (e.g., under-

scored or boldface letters) that the ve-
hicle is certified to applicable emission
standards for ILEV exhaust and evapo-
rative emission standards.

(c) Light-duty vehicles and light-duty
trucks. ILEVs in LDV and LDT classes
shall have exhaust emissions which do
not exceed the LEV exhaust emission
standards for NMOG, CO, HCHO, and
PM and the ULEV exhaust emission
standards for NOx listed in Tables A104–
1 through A104–6 for light-duty CFVs.
Exhaust emissions shall be measured in
accordance with the test procedures
specified in § 88.104–94(k). An ILEV
must be able to operate on only one
fuel, or must be certified as an ILEV on
all fuels on which it can operate. These
vehicles shall also comply with all re-
quirements of 40 CFR part 86 which are
applicable to conventional gasoline-
fueled, methanol-fueled, diesel-fueled,
natural gas-fueled or liquified petro-
leum gas-fueled LDVs/LDTs of the
same vehicle class and model year.

(d) Heavy-duty vehicles. ILEVs in the
HDV class shall have exhaust emis-
sions which do not exceed the exhaust
emission standards in grams per brake
horsepower-hour listed in § 88.105–94(d).
Exhaust emissions shall be measured in
accordance with the test procedures
specified in § 88.105–94(e). An ILEV must
be able to operate on only one fuel, or
must be certified as an ILEV on all
fuels on which it can operate. These ve-
hicles shall also comply with all re-
quirements of 40 CFR part 86 which are
applicable in the case of conventional
gasoline-fueled, methanol-fueled, die-
sel-fueled, natural gas-fueled or
liquified petroleum gas-fueled HDVs of
the same weight class and model year.

(e) Applicability. State actions to opt
out of the clean-fuel fleet program
under section 182(c) of the Act do not
affect the applicability of the ILEV
program in the affected states.

[57 FR 60046, Dec. 17, 1992, as amended at 59
FR 48536, Sept. 21, 1994; 59 FR 50082, Sept. 30,
1994, 61 FR 127, Jan. 3, 1996]

§ 88.311–98 Emissions standards for In-
herently Low-Emission Vehicles.

Section 88.311–98 includes text that
specifies requirements that differ from
§88.311–93. Where a paragraph in
§ 88.311–93 is identical and applicable to
§ 88.311–98, this may be indicated by
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specifying the corresponding paragraph
and the statement ‘‘[Reserved]. For
guidance see § 88.311–93.’’

(a) heading through (a)(1)(ii) [Re-
served]. For guidance see § 88.311–93.

(iii) The vehicle must meet other spe-
cial requirements applicable to conven-
tional or clean-fuel vehicles and their
fuels as described in any other regula-
tions in 40 CFR chapter I, subchapter
C, including 40 CFR parts 86 and 88
(e.g., onboard refueling provisions).

(b) through (e) [Reserved]. For guid-
ance see § 88.311–93.

[59 FR 16309, Apr. 6, 1994]

EFFECTIVE DATE NOTE: The new informa-
tion collection requirements for § 88.311–98
published in the FEDERAL REGISTER at 59 FR
16309, Apr. 6, 1994, which apply to 1998 and
later model year vehicles, have not been ap-
proved by the Office of Management and
Budget (OMB) and are not effective.

§ 88.312–93 Inherently Low-Emission
Vehicle labeling.

(a) Label design. (1) Label design shall
consist of either of the following speci-
fications:

(i) The label shall consist of a white
rectangular background, approxi-
mately 12 inches (30 centimeters) high
by 18 inches (45 centimeters) wide, with
‘‘CLEAN AIR VEHICLE’’ printed in
contrasting block capital letters at
least 4.3 inches (10.6 centimeters) tall
and 1.8 inches (4.4 centimeters) wide
with a stroke width not less than 0.5
inches (1.3 centimeters). In addition,
the words ‘‘INHERENTLY LOW-EMIS-
SION VEHICLE’’ must be present in
lettering no smaller than 1 inch (2.5
centimeters) high. Nothing shall be
added to the label which impairs read-
ability. Labels shall include a serial-
ized identification number; or

(ii) The label shall consist of a white
truncated-circular background, ap-
proximately 10 inches (25 centimeters)
in diameter by 7 inches (17.5 centi-
meters) in height. The bottom edge of
the truncated-circular background
shall be approximately 2 inches (5 cen-
timeters) from the center. The acro-
nym ‘‘ILEV’’ shall be printed on the
label in contrasting block capital let-
ters at least 2 inches (5 centimeters)
tall and 1.5 inches (3.8 centimeters)
wide with a stroke width not less than
0.4 inches (1.0 centimeter). In addition,

the words ‘‘CLEAN AIR VEHICLE’’
must be present in lettering no smaller
than 0.8 inches (2.0 centimeters) high.
Nothing shall be added to the label
which impairs readability. Labels shall
include a serialized identification num-
ber.

(2) The ILEV label shall be fabricated
or affixed to a vehicle in such a manner
that its removal from the vehicle can-
not be accomplished without defacing
or destroying the label in whole or in
part.

(3) Along with the manufacturer’s ap-
plication to certify a particular ILEV
engine class, the manufacturer or the
manufacturer’s agent shall submit to
EPA ILEV labels or reasonable fac-
similes of the types which may be
mounted on a certified ILEV vehicle of
that class.

(b) Eligibility. Vehicle manufacturers
or their agents must install ILEV la-
bels on a certified ILEV vehicle at the
time of its sale to an eligible fleet
owner if the vehicle is to be eligible for
expanded TCM exemptions. An eligible
fleet owner is one who is in a covered
area and owns a total of at least ten
motor vehicles (including the ILEV(s)
being purchased) which operate in the
owner’s fleet. All of the following shall
be provided to demonstrate eligibility:
Photocopies of no less than nine motor
vehicle registrations indicating reg-
istration in the ILEV purchaser’s
name, a signed statement by the ILEV
purchaser that these vehicles are oper-
ational in the purchaser’s fleet and
that the ILEV being purchased will
also be operated in this fleet, and a
signed statement by the ILEV pur-
chaser that the ILEV labels will be re-
moved and disposed of when the vehicle
is sold, given, leased (except as part of
a daily rental fleet), or offered for long-
term loan to someone who has not
demonstrated eligibility for expanded
TCMs available to ILEVs according to
these criteria.

(c) ILEV Label installation. (1) Except
as provided for in this paragraph (c), no
person shall attach an ILEV label or
any facsimile of an ILEV label to any
vehicle.

(2)(i) The manufacturer or the manu-
facturer’s agent shall attach three la-
bels on the vehicle in plain sight: One
on the rear of the vehicle and one on
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